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Type Number of 
beams

Thickness of 
beams (mm)

Working 
depth (cm)

Working 
width (m)

Needed 
power (HP)

Weight
(Kg)

RIPPER TP-2 2 70 90 1,8 à 2,5 250-300 2150
RIPPER TP-3 3 70 90 2,5 350-450 2300

Technical specifications //

Type Working width (m) Weight (Kg)

FAS 250 2,5 à 3,00* 1 200

FAS
250

Technical specifications //

 Contact information //
KIRPY
Avenue de la Gare - B.P.2
47390 LAYRAC (FRANCE)
Tél. 00 33 (0)5 53 87 00 02
Fax. 00 33 (0)5 53 87 10 02
Email : info@kirpy.com

Robustness and precision

THE STRONG POINTS OF KIRPY FAS //
> Extremely sturdy grader blade for very hard works.
> Leveling and refection of ways.
> Ditch cleaning.
> Realization of slope.
> Rotation- deport hydraulic tilt.
> Manual 180° pivot for pushing or pulling work.
> Control wheels, size 400 x 200.
> Optional side deflectors and extensions.

THE STRONG POINTS OF 
KIRPY SG //
> Extremely sturdy machine
> Frame width 1.8 to 2.50 meters.
> Large working depth
> Retractable teeth.

Performance and quality

Subsoiler Ripper
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*Optional extensions : 3 m working width

Dealer
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BPS
200/250/300

THE STRONG POINTS OF THE KIRPY BPS //
> Low-cost hardened steel hammer or 3 types or of carbide hammers for hard work,
> A re-enforced large diameter rotor providing both depth and hight output,
> A hydraulically adjustable anvil for output particle size control,
> Double drive with automatic belt tensioning,

> Hydraulically controlled rear door,
> Interchangeable sole plates for deep working,
> Steel and components of very high quality,
> Low operation costs,
> Automatic greasing system (BPS 250/300),
> Fully interchangeable body interior,
> Working depth: 20/25 cm,
> Belt cover cleaning hatches.

THE STRONG POINTS OF THE KIRPY BSC //
> Unrivalled crushing capacity: Capable of handling stony soil until 40 cm deep.
> Wide granulometry range due to its adjustable hydraulic anvil suitable for all types of construction site (from 0-20 to 0-100 / 

stone absorption 0-600).
> Expansion flap in 2 elements allowing better management of the flow of material (gain of power and maintenance of depth).

THE BSC IS THE SOLUTION FOR //
> Preparing the subgrade before application of hydraulic binding materials (such as roadbeds, motorways, roads, railway tracks etc…),
> Crushing materials extracted during the excavation of Pipe-line beds,
> To mark out and prepare ski slopes or forest paths…

Type Number of hammers Number of belts PTO (RPM) Working width (m) Needed power HP Weight (kg)
BPS 200 24 2 x 4 SPC 2240 1000 2,00 150-160 3060
BPS 250 32 2 x 5 XPC HFX 2240 1000 2,50 200-250 4200
BPS 300 40 2 x 5 XPC HFX 2240 1000 3,00 250-300 5250

Rotor

Transmission

Linkage

Controlled breaker anvil

Technical specifications //

Hammers

Hydraulic expansion flap

Centralized automatic lubrication system

BSC
250/300

Type Number of hammers Number of belts PTO (RPM) Working width (m) Needed power HP Weight (kg)
BSC 250 32 2 Positives 1000 2,50 350 5 250
BSC 300 40 2 Positives 1000 3,00 400 6 000

Technical specifications //

THE STRONG POINTS OF KIRPY NS TP
> Special public works point
> Depth (50 cm) scarifying works
> Re-enforced frame
> 5 Spring blades
> Beams are of manganese steel and forged

Type Number of 
hammers

Under beam 
(cm)

Frame width 
(m)

Needed 
power HP

Weight
Kg

NS 25-7  TP 7 68 2,50 180 1 000
NS 30-9  TP 9 68 3,00 220 1 250

Technical specifications //

PUBLIC WORKS RANGE

Power & adaptability
Maximum efficiency

Robustesse extrêmeRecycling of macadam Recycling of materials

Rotor
Transmission
Linkage
Controlled breaker anvil

Hammers
Hydraulic expansion flap
Centralized automatic 
lubrication system

NS-TP
25-7 TP / 30-9 TP

Stone Crusher Stone Crusher

Pipe-line laying : Crushing of excavation

Special points

Beam

Spring security

Linkage

Frame

68
 c

m


