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"A choice of equipment
that responds to
all your needs."  

Cultivators
Chisels

Scarifiers

Range
ground work

Vine

Vine

Vine

Fertiliser 
placement
subsoiler

SC 560 + WINGED BLADE

 Technical specifications //

MGM/BGM
Chisels and Subsoilers

No. of 
tines Reference Standard

widths (m)
Clearance

under frame
Weight 

(kg)
5
5
7
7
9
9
11

SC 560
SC 575
SC 760
SC 775
SC 960
SC 975
SC 1160

1.80
2
2

2.50
2.20

2.50/3.30
2.50

60
75
60
75
60
75
60

310
480
390
620
470
760
550

 Wide clearance rigid tines with safety.
 Shear bolts for safety.

SC
Scarifiers - Chisels

 Technical specifications //

SC/MGM/BGM/SSLE
Cultivator - Chisels - Scarifier

 Contact details //

GRENIER FRANCO
RN 7 Creux de la THINE
26140 ANDANCETTE
Tel. 00 33 (0)4 75 03 12 43
Fax. 00 33 (0)4 75 03 06 98
email: grenier.franco@wanadoo.fr
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 Fertiliser placement subsoilers //

Model Weight (kg)
1 Row
2 Rows

140
180

Adaptable to Kuhn fertilizer distributors
Max. centre-to-centre distance between tines 1.20 m
Clearance under beam 0.46 m.

Fertiliser 
placement 
subsoilers
(SSLE)

Agriculture

Arboriculture

Agriculture

Number of tines and 
special features Reference Width

(m)

Clearance 
under frame 

(cm)

Weight 
(kg)

Tractor 
power 
(HP)

3 single-beamdouble-beam
3 single-beamdouble-beam

MGM 3650
MGM 3750

1.70
1.80

65
75

350
400

50/60
65/75

5 single-beamdouble-beam
5 single-beamdouble-beam

BGM 5650
BGM 5750

2.15
2.40

65
75

600
740

75/85
90/125

MGM 3750

Agriculture

Arboriculture

SC 560 offset tines (pair)
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04 75 03 12 43



Vine

Vine

Vine

Agriculture

Arboriculture

Agriculture

Vine

Characteristic Weight (kg) Weight (kg)

8 tines. width 1.40 m / 2.20 m
10 tines. width 1.40 m / 2.60 m
12 tines. width 1.40 m / 3.00 m
Set of centre extensions (3 tines)

250
290
340
48

396
488
585
95

 Technical specifications //

Lavender 
sprayers

Cultivators

NRB
Organic farming cultivators

Makes it possible to alternate between 
working solely at the base of plants in 
grassed in rows, or over all rows without 
grass cover.

Hydraulic spacing of inter-stock supports 
as standard.

 Technical specifications //

Expandable 'V'
cultivators

Vine cultivators

9 TINES 30 + RL

WINGED BLADE RIDGER WINGED BLADE

 Expandable options only //

Hydraulic spacing

Surcharge for 25 expandable tines, reinforced frame

 Expandable and VME options //
Dual-action hydraulic lift

Rear roller, overall width 1.20, 1.40 or 1.60 (mechanical adjustment)

25 tines offset in place of the 30 tines

2 roller feelers of dia. 250

Pair of rear bar supports

Type Rod position 1 Rod position 2 Weight (kg)

9 tines of 30 1.28/1.90 1.40/1.96 500

9 tines of 30 1.70/2.33 1.84/2.40 550

Drag Bar 45

VME
Reinforced expandable cultivators

Vine cultivators

Cultivators - Chisels - Scarifiers

  Grenier Franco's know-how is a guarantee of reliability, and tried and tested quality. 
We forge and heat treat our parts ourselves, thereby ensuring that our equipment is manufactured to the highest 
quality.

VME/EXPANDABLE/NRB/ESF/LOC/EC/
LAVENDER SPRAYERS
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No. of tines Mechanical working width (m) Hydraulic working width (m) Weight (kg)
7 of 25
9 of 25
11 of 25
9 of 30
11 of 30

0.79 / 1.40
1.51 / 2.24
1.54 / 2.29
1.15 / 2.15
1.45 / 2.44

0.82 / 1.35
1.50 / 1.92
1.55 / 2.36
1.14 / 1.78
1.43 / 2.01

210
270
320
310
380

Offset tines only on 9 and 11 25 x 25 raked tines

 Technical specifications //

Viticulture Model Weight (kg) Width
Overall

Width
roller

5NRB2R 590 1.20 to 1.80 m. 1.40 m.

Offset tine in place of the RH tooth (pair)

5 NRB 2R

www.kirpy.com // 04 75 03 12 43 www.kirpy.com // 04 75 03 12 43

Working width

Reinforced model
Double coil spring

25 x 25, with 80 x 80 tube 
frames

Ref. ESF

Heavy model
Double-turn spring

30 x 30, with 90 x 90 tube 
frames

Ref. LOC

Budget model
Double-turn spring

25 x 25, with 60 x 60 tube 
frames

Ref. EC

13 LOC 2R

Tines 25, 
beam 70

Tines 30, 
beam 80

No. of tines  Ref. Approx.weight Running widths No. of tines  Ref. Approx. weight

11 ESF 2 R
13 ESF 2 R
15 ESF 2 R

260
310
360

1700/2000
1700/2400
2100/2800

11 ESF 3 RL
13 ESF 3 RL
15 ESF 3 RL

300
350
410

9 LOC 2 R
11 LOC 2 R
13 LOC 2 R

340
400
470

1350/1800
1800/2200
2200/2600

9 LOC 3 RL
11 LOC 3 RL
13 LOC 3 RL

385
450
525

5 EC 2R
7 EC 2R
9 EC 2R
11 EC 2R

110
130
145
172

850
1300
1600
2100

2 Rows of tines 3 Rows of tines

 Technical specifications //

Pair of EC extensions
Coupling with crawler tractor

ESF/LOC/EC
Retractable cultivators
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